DIESEL TANKS | MOBILE for safe storage

CEMO diesel and heating oil trolley rc 4

The mobile solution for supplying heating systems and generators.
The trolley can be used as an emergency supply when a heating oil tank is being replaced.

Diesel and heating oil trolley 60 L and 100 L
+ suitable for use under ADR 1.1.3.1 ¢}
for single site refuelling by a person
in the course of their main business
* polyethylene container with integral
hand grip and carry handles
fill cap with integral breather valve
+ flow connector with 3/8" quick-coupling
with counterpart
+ return connector with 3/8" quick-coupling
with counterpart
trolley 100 L: 300 mm diameter
pneumatic tyres, air-filled, all-terrain
trolley 60 L: 240 mm diameter plastic tyres
interior baffle
trolley 100 L: moulded recesses
enabling strapping during transport

Description / Capacity Dimensions in ¢cm (I x w x h) Weight approx. kg Order no.
Diesel and heating oil trolley 60 L with quick couplings 90 x 53 x 38 12 10526
Diesel and heating oil trolley 100 L with quick couplings 100 x 59 x 43 17 10527

CEMO DT MOBIL EASY generator tank pg4

The innovative diesel and heating oil tank with a wealth of useful features.
Transport-friendly thanks to rugged construction, ratchet strap recesses and forklift pockets.

Flow and return braided

DT-Mobil EASY generator tank : hoses and two pairs of

* 980 litre: certified for transport according % % quick couplings 1/2" IT

to the ADR" ideal for generators and
210 and 440 litre: certified for transport Flow Return heaters.

for immediate consumption according

to ADR 1.1.3.1 ¢)

integral filler neck

filler cap with vent and breather valves

integral forklift pockets and handles

* integral recesses (210 L and 440 L)
or loops (980 L) for ratchet tie-downs
during transport

+ 980 litre: with hinged lid and contents
gauge

210 and 440 litre: with hinged lid

210L 440 L 980 L
Description Capacity L Dimensions in cm (I x w x h) Weight approx. kg Order no.
210 generator tank 210 78.5x 59,5 x 68.5 21 11374
440 generator tank 440 118 x 80 x 71 36 11375
980 generator tank 980 127 x 107 x 112 a5 11376

* Please note that ADR certification for all combination IBCs with plastic inner tanks for diesel is limited to a period of 5 years.
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CEMO DT MOBIL PRO hybrid generator tank pa 4
CEMO CUBE mobil generator tank rc4

Our new DT-Mobil PRO tank is characterised by its extremely high strength due to the steel outer container with hot-dip
galvanised steel forklift pockets and stacking corners with crane eyes.
The new CUBE-Tank Mobile impresses with its PE sump due to its lower weight.

+ certified for transport under ADR (980 L) » DT-Mobil PRO ST 980 generator tank: + PRO mobil hybrid8 980 generator tank:
+ with connections with quick-coupling for Certification for unlimited period of time, with inner tank for diesel made of polyeth-
marquee heaters and power generators with inner tank for diesel made ylene***, with flow and return hoses with
+ PRO mobil hybrid 440 generator tank: from painted 3 mm steel sheet, with 4 quick-coupling (1 x flow, 1 x return)
with inner tank for diesel made of poly- connections with quick-coupling + CUBE Mobil generator tank 980:
ethylene, ADR certified 1.1.3.1 ¢}, with (2 x flow, 2 x return) with inner tank and bund made of
flow and return hoses with guick-coupling polyethylene***, with 2 connections with
+ PRO mobil hybrid 980 generator tank: quick-coupling (1 x flow, 1 x return)

with inner tank for diesel made of poly-
ethylene™* with flow and return hoses
with quick-coupling (1 x flow, 1 x return)

Examination every 2 ¥z years
(see ADR 6.5.4.4.1 b and ADR 6.5.4.4.2 h).

DT-Mobil PRO
Quter container
made of steel, HYBRID
inner container TANK
made of steel
or PE

Flow Return

Delivery line with quick coupling set each with :
counterpart and 1/2" internal thread connection for DT-Mobil PRO ST 980 CUBE Mobil 980

flow and return line suitable for mobile oil heaters generator tank generator tank with 2 connections
and generators

— ——
DT-Mobil PRO hybrid® 980 DT-Mobil PRO ST 980 Basic Protected hose routing
generator tank with 2 connections generator tank with 4 connections
External dimensions Weight

Description Capacity L cm (Il x w x h) approx. kg  Order no.
DT MOBIL PRO hybrid 440 generator tank with 2 connections

with quick-coupling (1 x flow, 1 x return) e Ve e L
DT MOBIL PRO hybrid® 980 generator tank with 2 connections

with quick-coupling (1 x flow, 1 X return) 980 136 x 115 x 130 325 nsry
PRO ST 980 generator tank with 4 connections

with quick-coupling (2  flow, 2 x return) e U T A2l L
DT MOBIL PRO hybrid 980 generator tank with 4 connections

with quick-coupling (2 x flow, 2 x return) 980 136x115x 118 280 1671
CUBE Mobil 980 generator tank with 2 connections

with quick-coupling 980 130x 112 x 118 100 11679
ACCESSORY

Description Order no.
Generator and heater connection set with quick couplings (12" flow and return braided hoses) for DT-Mobil PRO ST 11506
“** Please note that ADR certification is limited to 5 years for all combination IBCs
para a plastic inner tank for diesel. The inner tank must be replaced after this TANK REPLAGEMENT Accessory lifting frame
time. We offer this tank replacement service.. SERVICE see page 60. see page 56.
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