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Application of the  
Swedish Civil Contingencies Agency’s Code of Statute MSBFS 2018:3 of tanks, piping and  

application of corrosion coating systems 
 

CERTIFICATE NO.: 22-1019065-100 Rev. 0 
This Certificate consists of 2 pages 

 
CERTIFICATE HOLDER 

CEMO GmbH, In den Backenländern 5 
71384 Weinstadt Germany 

The Quality System has been assessed with respect to Kiwa Sweden AB Certification Process T14i-3 Rev. 1 for the 
examined equipment’s and systems mentioned and are found to comply with the requirements in applicable to it. 

Certificate is limited to following manufacturing and production facilities. 

 Cemo GmbH 
Kappelweg 2, D-91625 Schnelldorf Germany 

 
Validity of certificate: 

The internal factory production control or documentation submitted with application cannot be changed without the written 
consent of Kiwa Sweden AB. Recurrent audit of quality system shall be carried out annually once a year by Kiwa Sweden 

AB. This certificate is valid until 2029-08-15 provided the specified conditions are met and   
regulations in MSBFS 2018:3 has been considered and the provisions therein has not changed. 

Certificate holder shall mark the certified products with:  
KIWA SWEDEN AB 22-1019065-100 

 

  2022-08-15 Sundsvall  
For and behalf of 

Kiwa Sweden AB 
Accredited Certification body 1181 

 

 
 

 

 Karin Velander   
 
 

Notice: The certificate is subject to terms and conditions. Any significant changes in design or construction of the product, the quality system or amendments to the  
MSBFS 2018:3 or standards referenced may render this statement invalid. The product liability rests with the certificate holder. 

”This Certificate is merely an English translation of the Swedish Original Certificate.” 

http://www.kiwa.se
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SCOPE OF CERTIFICATE 22-1019065-100 REV. 0 

Type 
 

Designation   
 

Cube 1000 liter   
Cube  
Cube 
Cube 

1500 liter 
2500 liter 
5000 liter 

  

 
QUALITY DOCUMENTS 

Technical files sent to Kiwa Sweden AB. 
Audit report 2022-1 from visit June 2022. 
 
RESPONSIBLE FOR INTERNAL PRODUCTION INSPECTION (NAME AND TITTLE): 

Manuel Ginella, Head of Quality Management 
 
OTHERS AND LIMITATIONS SPECIFIED 

Allowed chemical substances for CUBE 1000, 1500 and  2500 liter 

1. Fuel oil EL as described in DIN 51603-11;  
2. Fuel oil DIN 51603 - 6 EL A Bio 5 to Bio 15 as described in DIN SPEC 51603-62 with the addition of FAME in 
accordance with DIN EN 142143, without any additional alternative components;  
3. Diesel fuel as described in DIN EN 5904;  
4. Fatty acid methyl esters as described in DIN EN 142143 (biodiesel);  
5. Lubricating, hydraulic or Q heat transfer oils, blended or pure, flash point > 55°C;  
6. Lubricating, hydraulic or Q heat transfer oils, used, flash point > 55°C; 

 

Allowed chemical substances for CUBE 5000 liter 

1. Fuel oil EL as described in DIN 51603-11;  
2. Fuel oil DIN 51603 - 6 EL A Bio 5 to Bio 15 as described in DIN SPEC 51603-62 with the addition of FAME in 
accordance with DIN EN 142143, without any additional alternative components;  
3. Diesel fuel as described in DIN EN 5904;  
4. Fatty acid methyl esters as described in DIN EN 142143 (biodiesel);  
5. Lubricating, hydraulic or Q heat transfer oils, blended or pure, flash point > 55°C;  
6. Lubricating, hydraulic or Q heat transfer oils, used, flash point > 55°C; 

 

The tanks are designed to be used in an environment with a temperature range of -40°C to +40°C 
 

 
AUDIT 

Audit of the manufacturer's factory production control conducted by 
Jörgen Kristiansson, 2022-06-22  
Senior Industrial Surveyor  
 

http://www.kiwa.se

