ADBLUE® TANKS | MOBILE for safe storage

CEMO Blue-Mobil Easy for AdBlue® rc4

Highly practical solution for refilling vehicles
with Selective Catalytic Reduction (SCR)
systems in the field.

Urea solution is not classed as hazardous,
so no ADR certification needed!

(1) Blue-Mobil
Easy 125L

single-wall container constructed from
polyethylene certified for AdBlue®
moulded recesses for strapping during
transport (5) Blue-Mobil Easy 980 L Premium,
integral forklift pockets pump 12 V

integral carry handles

self priming 12 V chemical pump approx.
30 L/min, 4 m fly leads, with crocodile clips
4 m delivery hose DN19

automatic nozzle

(3 Blue-Mobil Easy
620 |

(& Blue-Mobil Easy 980 L Premium,

pump 230 V

@ Blue-Mabil
Easy 980 L

(@ Blue-Mobil Easy 200 L

BLUE-MOBIL EASY WITH DIAPHRAGM PUMP CEMATIC BLUE

External dimensions Weight Order

Description cm {I xw x h) approx. kg no.
125 L with pump 12 V/ 10195
@ 125 L with pump 24 V 80 x B0 x 45 2 10196
125 L with pump 12 V, hinged lid 25 10314
200 L with purnp 12V 10197
(2) 200 L with pump 24 V B0 x60x 59 s 10198
200 L with pump 12 V, hinged lid 80 x 62 x 61 26 10315
620 L with pump 12 V, box with crane eyes and hinged lid 11927
@ 620 L with pump 24 V, box with crane eyes and hinged lid 118 x 80 x 103 2 11928
620 L with pump 230 V, box with crane eyes and hinged lid 55 11929
980 L with pump 12 V, box with crane eyes and hinged lid 105 10872
@ 980 L with pump 24 V, box with crane eyes and hinged lid 105 11164
980 L with pump 230 V, box with crane eyes and hinged lid 108 10973

& 980 L Premium, pump 12, box with crane eyes, i N e

hinged lid, meter K24, hose reel 8 m, contents gauge i LS
@ 980 L Premium, pump 230 V, box with crane eyes, 125 11147
hinged lid, meter K24, hose reel 8 m, contents gauge

AdBlue® is a registered trademark of the German Automotive Industry Association.
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ADBLUE® TANKS | MOBILE for safe storage

CEMO Blue-Mobil PRO PE 980 L
for AdBlue® pG 4

Robust and professional, everything * Contents gauge
included! + Tank heater y equipment heater 230 V
Blue-MOBIL PRO PE 980 Premium

outer container made of 3 mm steel
sheet, with high quality coating
bidirectional forklift pockets and

lifting eyes

lockable lid with gas struts

inner container 980 L from high quality
polyethylene

Cematic Blue pump, 230 V, 30 L/min
K24 meter

auto-rewind hose reel with 8 m of hose,
manual nozzle

Description Dimension in cm (I x w x h) Weight approx. kg Order no.
Blue-Mobil PRO PE 980 Premium 130x 115 x 130 380 11159

ACCESSORIES FOR BLUE-MOBIL EASY

Description Weight approx. kg Order no.
Li-Power-Block 12.8 V - 3.3 Ah with charger
Sufficient for a dispensing volume of approx. 300 - 389 litres without idling, 09 10749
N depending on the pump, charging time approx. 66 min.
Li-Power-Block 12.8 V - 5.5 Ah with charger
Sufficient for a dispensing volume of approx. 500 - 630 litres without idling, 1.2 10750
depending on the pump, charging time approx. 110 min.

Charger 100 - 240 V, output 14.4V -3 A,

with erocodile clips 05 10759
Hinged lid for Blue-MOBIL Easy 125 L + 200 L, orange 4 8863
Hinged lid for Blue-MOBIL Easy 430 L + 600 L, orange 13 8833
(can be hinged on right or left)

Contents gauge Blue-MOBIL Easy 440 L 0.3 11148
Contents gauge Blue-MOBIL Easy 620 L 04 11968
Contents gauge Blue-MOBIL Easy 980 L 0.4 11149
Digital flow meter K24, plastic, 6 = 100 L/min, 05 10274

1" internal thread, 90° elbow for direct attachment to the pump

K 24 digital flow meter, plastic, 6 — 100 L/min, 1* male thread,
with two hose connecting pieces and sleeve for mounting at the hose 0.6 10595
or to the dispensing nozzle

Insulation pack for Blue-MOBIL Easy 125 L + 200 L, including CEMbox 400, grey/orange (
order no. 10334), comprising 30 mm insulation panels on the walls and 20 mm on the floor. 33 10008
Space for battery (not included) for supplying power to the pump and the heating pad as needed.

Heating fabric 12 V, thermostatically controlled,
approx. 80 W, 50 x 98 cm, IPX 4, 0.7 10266
cable 2 m with universal connector

Coupler cable 1 m, 2-wire, max. 8 A,

battery crocodile clips + socket 12 V (SAE J563) s gocy
Charger ASCS5, 220 - 240 VAC, 3 A, CAS 13 11385
Li-Power battery 18 VV / 2.0 Ah CAS 0.5 11386
Li-Power battery 18 V / 4.0 Ah CAS 0.7 11387
Li-HD battery 18 V / 8.0 Ah CAS 1.0 11388

AdBlue® is a registered trademark of the German Automotive Industry Association.
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